
FWL
Superbright LED linear warning lights 
suitable when the signaling function is 
important but where compact size is 
required.

The device allows two lighting effects: 
flashing light (double flash) and cruise light. 

Polycarbonate dome and housing.

Available with allCOLOR and allCLEAR 
lens.

> LOW CONSUMPTION <
> EXCELLENT OPTICAL PERFORMANCE <
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KEY CHARACTERISTICS

VOLTAGE 
12/24V DC 

LIGHT EFFECT
FLASHING EFFECT: double flash (2F) 
CRUISE LIGHT 

PROTECTION GRADE  
IP55  

OPERATING TEMPERATURE
-30/+50 °C

MECHANICAL FEATURES

Unbreakable polycarbonate lens and housing

OPTICAL FEATURES

Optical group made up of 3 superbright LEDs allowing 
a high intensity flashing effect (double flash) or cruise 
light

Colored lens with colored light source 

Clear lens with colored light source
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T PLUS 
T PLUS torch offers excellent optical  
performance in a compact design (black 
aluminium body).

With a powerful projecting adjustable LED 
span, allows T PLUS three luminous 
effects: steady light, low intensity steady 
light and flashing light. 

Operation with rechargeable battery. 

Orange signaling cone, battery and 
chargers supplied with the torch.

> SUPERBRIGHT <
> ADJUSTABLE LIGHT SPAN <
> RECHARGEABLE BATTERY <

KEY CHARACTERISTICS

RECHARGE VOLTAGE 
12/24V DC 
Battery: 3,7V li-ion 3000/mAh 

MAX. CHARGE TIME
150 min.

LIGHT EFFECT
STEADY LIGHT
LOW INTENSITY STEADY LIGHT
FLASHING LIGHT

LIGHT INTENSITY
STEADY LIGHT: 18.000 Cd(p)
LOW INTENSITY STEADY LIGHT: 5.000 Cd(p)

PROTECTION GRADE 
IP65

OPERATING TEMPERATURE
-30/+50 °C

OPTICAL FEATURES

Optical group made up of 1 very bright LED allowing a 
high intensity steady light, low intensity steady light 
and flashing effect

  

MECHANICAL FEATURES

Black aluminium body and polypropylene signaling cone
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