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AUDIBLE & VISUAL ALARMS

Combined Sounder & Xenon Beacon

• 32 Selectable tones
• High sound output up to 101dB
• Built in volume control
• 0.7 Joule 1 Hz Xenon Beacon
• Available in Red, Green, Amber, Blue & White
• Multi voltage, 18-28VDC & 110-240VAC versions
• Independently controlled Beacon & Sounder
• IP65 Surface mount
• Low power consumption & simple wiring
• CE approved
• Available in Red or White
• LED version available

Stridor Combined Sounder & Xenon Beacon

Part Number Description
FL/AL/W/D/SEP/SW 18-28VDC Combined Xenon Beacon & 32 Tone Sounder White with Amber Beacon IP65
FL/RL/R/D/SEP/SW 18-28VDC Combined Xenon Beacon & 32 Tone Sounder Red with Red Beacon IP65
FL/GL/W/D/SEP/SW 18-28VDC Combined Xenon Beacon & 32 Tone Sounder White with Green Beacon IP65
FL/BL/W/D/SEP/SW 18-28VDC Combined Xenon Beacon & 32 Tone Sounder White with Blue Beacon IP65
FL/CL/W/D/SEP/SW 18-28VDC Combined Xenon Beacon & 32 Tone Sounder White with Clear Beacon IP65

 18-28VDC

Part Number Description
FL/AL/W/D/SEP/SW/240VAC 110-240VAC Combined Xenon Beacon & 32 Tone Sounder White with Amber Beacon IP65
FL/RL/R/D/SEP/SW/240VAC 110-240VAC Combined Xenon Beacon & 32 Tone Sounder Red with Red Beacon IP65
FL/GL/W/D/SEP/SW/240VAC 110-240VAC Combined Xenon Beacon & 32 Tone Sounder White with Green Beacon IP65
FL/BL/W/D/SEP/SW/240VAC 110-240VAC Combined Xenon Beacon & 32 Tone Sounder White with Blue Beacon IP65
FL/CL/W/D/SEP/SW/240VAC 110-240VAC Combined Xenon Beacon & 32 Tone Sounder White with Clear Beacon IP65

 110-240VAC

• Continuous LED beacon
• 12VDC or 24VDC
• available in Red, Green, Amber & White
• Through panel mount
• 2 Screw fixing (not included)
• Low power consumption & simple wiring
• Automotive E & CE approved
• Weather proof to IP67
• Flashing version available

Mini Series LED Beacons

12VDC Part Number 24VDC Part Number Description
SCLMINI-12A SCLMINI-24A Continuous LED Beacon IP67 Amber
SCLMINI-12R SCLMINI-24R Continuous LED Beacon IP67 Red
SCLMINI-12G SCLMINI-24G Continuous LED Beacon IP67 Green
SCLMINI-12C SCLMINI-24C Continuous LED Beacon IP67 Clear

For Flashing version, add FL to the end of the Part number e.g. SCLMINI-24RFL


