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DESCRIPTION
VPC type (non modular) supports are suitable for DIN EN 50022, DIN EN 50035 type rails.
They have PCB retaining teeth as shown in the  drawings.
These type of supports are suitable for 2-pole and 3-pole terminal blocks (single or double deck), pitch 5,00
and 5,08 mm.

MATERIALS AVAILABLE COLOURS

housing: PA - UL 94 V0          

other colours: upon request

TYPE / TIPO PCB / CIRCUITO STAMPATO MODULE / MODULO
VPC12/1 11x73x1.6 12.5
VPC12/2 11x73x1.6 12.5
VPC12/3 11x73x1.6 12.5
VPC16/1 14x73x1.6 16
VPC16/2 14x73x1.6 16
VPC17/1 15.5x73x1.6 17.5
VPC17/2 15.5x73x1.6 17.5

HOW TO ORDER / COME ORDINARE DESCRIPTION / DESCRIZIONE
VPC12/1 DIN rail support / Vaschetta per guida DIN
VPC12/2 DIN rail support / Vaschetta per guida DIN
VPC12/3 DIN rail support / Vaschetta per guida DIN
VPC16/1 DIN rail support / Vaschetta per guida DIN
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VPC16/2 DIN rail support / Vaschetta per guida DIN
VPC17/1 DIN rail support / Vaschetta per guida DIN
VPC17/2 DIN rail support / Vaschetta per guida DIN
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